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All drainage system components shall extend to 2/-0 from
the end of each wingwall except an outlet pipe shall extend

until intersecting with the side slopes.
into concrete headwalls.

Specifications and Highway Standard 601101)

25’-7" Stage I Sheeting

The pipes shall drain
(See Article 60105 of the Standard
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Bottom of Cap

Porous Granular Embankment (Special)
/s paid for as Structure Excavation

25-7" Stage I Sheeting

GENERAL NOTES

Fasteners shall be AASHTO MIi64 Type I, mechanically galvanized bolts.
Bolts 249, holes P '8, unless otherwise noted.

Calculated weight of Structural Steel = 67,770 Ibs. (Grade 50) and
3,920 [bs. (Grade 36).
No field welding is permitted except as specified in the contract documents.

Reinforcement bars shall conform to the requirements of ASTM A 706
Gr 60. See Special Provisions.

Reinforcement bars designated (E) shall be epoxy coated.

The Inorganic Zinc Rich Primer / Acrylic / Acrylic Paint System shall be
used for shop and field painting of new structural steel except where otherwise
noted. The color of the final finish coat for all interior steel surfaces shall be

gray, Munsell No. 5B 7/1.

The color of the final finish coat for the exterior and

bottom flange of the fascia beams shall be Interstate Green, Munsell No. 7.5G 4/8.
See Special Provision for "Cleaning and Painting New Metal Structures”.

Layout of slope protection system may be varied to suite ground conditions as
directed by the Engineer.

Slip forming of the parapets is not allowed.
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STR. NO. 033-0054
00-77 Elev. 390.05 Elev. 390.05 107
Stage II Sheefin / Elev. 365,72 Elev. 389.7¢ \ Stage II Sheetin
Top of Temporary Sheet Piling _ J k f \' ' g J Top of Temporary Sheet Piling NAME PLATE
=1 rE-rr-T-r-r-T-——-H-—— === i i s ol el e ] '}j See Std. 515001
1
L _J ] I~— Max. Excavation Line
Elev. 382.62 3674 29 3r.gre  Llev. 382.62 ) 7 TOTAL BILL OF MATERIAL
r-3 ’ : i 35050 TTEM UNIT | SUPER | S
N 1 UB TOTAL
1 I—Z 5 (Typ.) | Elev. 379.56 —Z-—QJZ Porous Granular Embankment, Specidl Cu. Yd. 105
Elev. 376.80 : L Floy. 377.62 : | Stone Riprap, Class A4 Sq. Yd. 640
. 376.80 | ) >2/ P i Filter Fabric Sq. Yd. 640
/ Elev. 376.3: \ i Removal of Existing Structures Each 1
o } ; Structure Excavation Cu. vd. 214
Max. Excavation Line W ; Elev. 372.29 Floor Drains Each 8 8
Concrete Structures Cu. vd. 512 512
| Concrete Superstructure Cu. Yd. 214.8 214.8
Elev. 368.19 Elev. 369.19 4-6" | Bridge Deck Grooving Sq. Yd. 460 460
— Min. tip elevation ‘ Concrete Encasement Cu. Yd. 4.0 4.0
4-6” of Sheet Plling Protective Coat Sg. Yd. 581 16 597
s . Furnishing and Erecting Structural Steel L. Sum 1 1
Flow AL Min Spjczz‘/of Modulus Min. Se‘/j/‘orﬁ Modulus Stud shear Conneciors Eacn 4044 L0441
| Elov. 36113 14.6 cubic in/ft. 8.3 cublc in/ft. ggfrng;cegzﬂf Bars, Epoxy Codfed Paund 49,330 15600 5‘2350
Min. tip elevation _kiey. I6d. it DY =
of Shs’;f Piling SOUTH ABUTMENT Furnishing Steel Piles HPI0x42 Foot 680 680
Notes: Driving Piles Foot 680 680
1301 ‘ 12067 The Contractor shall connect the first sheet to the existing Test Pile Steel HP10x42 Each 2 2
- - } - - abutment wall to ensure stability of sheets driven to the top Name Plates Fach 7 7
Min. Section Modulus Min. Section Modulus of the existing footing. This connection shall be reviewsd Anchor Boffe 77 By 54
1.6 cubic in/ft. 34.0 cubic in/Tt. and accepted by the Engineer and included in the cost for NONOT_DOTS, - Each
Temporary Sheet Pilling. Geocomposite Wall Drain Sq. Yd. 66
NORTH ABUTMENT If the Confractor chooses to alfer the temporary cantilevered Asbestos Bearing Pad Removal Each 8
- sheet ;:/';/ng /ds;/’gn r/equigeme/m‘s shown on the plans, a design Temporary Sheet Piling Sq. Ft 964
submittal including plan details and calculations will be required : : 7 Sy
for review and acceptance by the Engineer. Pipe_Underdrains for Sf"rucfures 4 Foot 136
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